
This information is based upon Unger fabrikker’s experience and knowledge in this field. The information is only a guide for application of 
the products and Unger fabrikker gives no guarantee for the results from the application of the product, which lies outside Unger 
fabrikker’s control. Unger fabrikker’s responsibility and guarantee in selling this product is covered at all times by the relevant general sales 
conditions. 

 
 

 

 

PRODUCT INFORMATION 
 

 UFARYL DL 80 CW  

 
Chemical description: Linear Alkyl Benzene Sulphonate, Sodium salt  
 

Product description 

UFARYL DL 80 CW is an anionic surfactant based on linear alkyl benzene sulphonate (C 10-13). The product is 

free flowing powder. Linear alkyl benzene sulphonate is completely water soluble and readily biodegradable. 

UFARYL DL 80 CW is developed for excellent detergency and wetting performance in various water qualities. 

The product is commonly used as the main active ingredient in dry mix formulations and it is compatible with 

various salts, colours, fragrance, and other additives. UFARYL DL 80 CW is formulated with chelating agent 

inhibiting built up of lime scale in hard water. The product’s rheological nature offer great performance during 

extrusion, and is therefore especially suited in manufacture of in cistern and solid rim blocks with medium 

block hardness.  

 

Application 

Markets: Home Care and Industrial and Institutional cleaning 

Market segments: Hard surface care, Fabric care, Industrial and Institutional cleaning 

Typical Applications: Hard surface cleaning, toilet care, rim and in cistern blocks, all purpose liquid detergents, 

car cleaning, Laundry   

 

    
PROPERTIES  TYPICAL MIN MAX 

Appearance   Ivory white powder   

Bulk Density ((g/l)  450  400 500 

Active content (w/w %)   

%%) 

 80,8  78,0 82,0 

pH (1% a.m. solution)  7,7 7.0 9.0 

Inorganic salts (w/w %)    Balance - - 

Water (w/w %)    1,6 0 2,0 

 

 

 

    

Packing, storage and handling 

UFARYL DL 80 CW is shipped in 25 kg/18 bags on pallets. UFARYL DL 80 CW has a strong hygroscopic 

character, and will absorb humidity if exposed to open air. Store at room temperature and dry. Stability is 

minimum 12 months in sealed package at recommended temperature 

Please refer to the Safety Data Sheet for further details regarding handling. 
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